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5.1. COMBINED DEVELOPMENT APPLICATION FOR DUAL OCCUPANCY 
AND RECONFIGURING A LOT (1 LOT INTO 2) 56 MUDLO ST PORT 
DOUGLAS

REPORT AUTHOR Daniel Lamond, Planning Officer

MANAGER Paul Hoye, Manager Environment and Planning

DEPARTMENT Environment and Planning

APPLICATION NO MCUC 2021_4090/1

PROPOSAL Combined Application for Material Change of Use (Dual 
Occupancy) and Reconfiguring a Lot (1 lot into 2)

APPLICANT N D Verri
C/- Planning Plus
PO Box 399
REDLYNCH  QLD  4870

LOCATION 56 Mudlo Street PORT DOUGLAS

PROPERTY LOT: 7 TYP: PTD PLN: 
20933

PARCEL 1995

PLANNING SCHEME 2018 Douglas Shire Council Planning Scheme Version 
1.0

ZONING Tourist Accommodation Zone

LEVEL OF ASSESSMENT Impact

PROPERLY MADE DATE 14 April 2021

STATUTORY ASSESSMENT 
DEADLINE

1 September 2021

REFERRAL AGENCIES N/A

  LOCALITY

Figure 1 – Locality Plan
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RECOMMENDATION
That Council approves the combined development application for material change of 
use (Dual occupancy) and reconfiguring a lot (1 lot into 2 lots) over land described as 
LOT: 7 TYP: PTD PLN: 20933, subject to the following: APPROVED DRAWING(S) AND / 
OR DOCUMENT(S)
The term ‘approved drawing(s) and/or document(s) or other similar expressions means:

Drawing or Document Reference Date
Site Plan, General Notes & 
Legend

Nathan Verri plan, Sheet 01, Rev 
9

3 August 2021

Floor Plans Nathan Verri plan, Sheet 02, Rev 
9

3 August 2021

Elevations and 
Perspectives

Nathan Verri plan, Sheet 03, Rev 
9

3 August 2021

Landscape Concept Plan Plan prepared by Kate Hewett 
Landscape Design, page 1 of 3, 
issue C

4 August 2021

Details and typical level 1 
planting

Plan prepared by Kate Hewett 
Landscape Design, page 2 of 3, 
issue B

12 July 2021

Landscape Planting Plan Plan prepared by Kate Hewett 
Landscape Design, page 2 of 3, 
issue B

12 July 2021

ASSESSMENT MANAGER CONDITIONS & ADVICES
1. Carry out the approved development generally in accordance with the approved 

drawing(s) and/or document(s), and in accordance with:

a. The specifications, facts and circumstances as set out in the application 
submitted to Council; and

b. The following conditions of approval and the requirements of Council’s 
Planning Scheme and the FNQROC Development Manual. 

Except where modified by these conditions of approval

Timing of Effect

2. The conditions of the Development Permit must be effected prior to 
Commencement of Use, except where specified otherwise in these conditions of 
approval. 

Air-conditioning Screens

3. Air-conditioning units located above ground level and visible from external 
properties and the street must be screened with appropriate materials to 
improve the appearance of the building.  Such screening must be completed 
prior to the Commencement of Use.

Damage to Council Infrastructure
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4. In the event that any part of Council’s existing sewer/water or road infrastructure 
is damaged as a result of construction activities occurring on the site, the 
applicant/owner must notify Council immediately of the affected infrastructure 
and have it repaired or replaced at no cost to Council.

Sewerage Works Internal

5. Connect each dwelling via separate jump-up to Councils sewerage network 
traversing the rear of the property. 

Vehicle Parking

6. The car parking layout must comply with the Australian Standard AS2890.1 2004 
Parking Facilities – off-street car parking and be constructed in accordance with 
Austroads and good engineering design.  In addition, all parking, driveway and 
vehicular manoeuvring areas must be imperviously sealed, drained and line 
marked.

Lighting

7. The vertical illumination at a distance of 1.5 metres outside the boundary of the 
subject land must not exceed eight (8) lux measured at any level upwards from 
ground level.

External Works

8. Undertake the following works external to the land at no cost to Council: 

a. Provide two vehicle crossovers and aprons to Mudlo Street;

b. Undertake planting of a 600mm wide garden bed with appropriate species 
along the exterior edge of the perimeter fence on the Mudlo Street road 
reserve. 

c. Construct a 2000mm wide concrete footpath across the Mudlo Street  
frontage in accordance with the FNQROC Development Manual. 

d. Repair any damage to existing roadway (including removal of concrete 
slurry from footways, roads, kerb and channel and stormwater gullies and 
drain lines) that may occur during and works carried out in association with 
the construction of the approved development.

Stockpiling and Transportation of Fill Material

9. Soil excavated from the site is not to be stockpiled in locations that can be 
viewed from adjoining premises or a road frontage for any longer than one (1) 
month from the commencement of works.
Transportation of fill or spoil to and from the site must not occur within:

a. peak traffic times;

b. before 7:00 am or after 6:00 pm Monday to Friday;
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c. before 7:00 am or after 1:00 pm Saturdays; or

d. on Sundays or Public Holidays.

Emissions

10. Dust emissions or other air pollutants, including odours, must not extend 
beyond the boundary of the site and cause a nuisance to surrounding 

properties.

Storage of Machinery and Plant 
11. The storage of any machinery, material and vehicles must not cause a nuisance 

to surrounding properties, to the satisfaction of the Chief Executive Officer.

Landscaping Plan 

12. The site must be landscaped in accordance with details included on the 
landscaping plans prepared by Kate Hewett Landscape Design, with the 
exception of the following changes and requirements;

a. No stepping stones are permitted on the road verge;

b. Side boundary deep planting is to be in a staggered and offset pattern; 

c. Prior to deep planting of side boundaries, the locations of plantings on 
the ground must be endorsed by the Chief Executive Officer. 

Lawful Point of Discharge

13. All stormwater from the property must be directed to a lawful point of discharge 
being Mudlo Street, such that it does not adversely affect surrounding properties 
or properties downstream from the development.

Ponding and/or Concentration of Stormwater
 
14. The proposed development is not to create ponding nuisances and/or 
concentration of stormwater flows to adjoining properties.

Minimum Fill and Floor Level

15. All floor levels in all buildings must be located 300mm above the Q100 flood 
immunity level, plus any hydraulic grade effect (whichever is the greater), in 
accordance with FNQROC Development Manual and Planning Scheme 
requirements.  

Sediment and Erosion Control 

16. Soil and water management measures must be installed/implemented prior to 
discharge of water from the site, such that no external stormwater flow from the 
site adversely affects surrounding or downstream properties (in accordance 
with the requirements of the Environmental Protection Act 1994, and the 
FNQROC Development Manual).
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Refuse Storage Area

17. The refuse bin enclosure must be roofed, bunded, and connected to sewer with 
a bucket trap. A hose cock fitting must also be provided to the refuse facility.

Construction Signage
 
18. Prior to the commencement of any construction works associated with the 

development, a sign detailing the project team must be placed on the road 
frontage of the site and must be located in a prominent position.  The sign must 
detail the relevant project coordinator for the works being undertaken on the 
site, and must list the following parties (where relevant) including telephone 
contacts:

a. Developer;

b Project Coordinator;

c. Architect/Building Designer;

d. Builder;

e. Civil Engineer;

f. Civil Contractor;

g. Landscape Architect.

RECONFIGURATION OF A LOT 

APPROVED DRAWING(S) AND / OR DOCUMENT(S)

The term ‘approved drawing(s) and / or document(s)’ or other similar expressions 
means:

Drawing or Document Reference Date
Site Plan, General Notes & 
Legend

Nathan Verri plan, 
Sheet 01, Rev 9

 2021

ASSESSMENT MANAGER CONDITIONS

1. Carry out the approved development generally in accordance with the approved 
drawing(s) and/or document(s), and in accordance with:

a. The specifications, facts and circumstances as set out in the application 
submitted to Council; and

b. The following conditions of approval and the requirements of Council’s 
Planning Scheme and the FNQROC Development Manual. 

Except where modified by these conditions of approval
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Timing of Effect

2. The conditions of the Development Permit must be effected prior to Council 
endorsing the Survey Plan, except where specified otherwise in these conditions 
of approval. 

Fire Separation

3.     The boundary placement between each dwelling must be in accordance with the 
National Construction Code and in particular, the building setbacks from the side 
boundaries must comply with the fire regulations within the code. 

Timing of Lot Reconfiguration

4.   Prior to Council endorsing the Plan of Survey;

a. The under slab must be completed for both dwellings with the relevant 
building inspection undertaken. The slab must be deemed satisfactory with 
the relevant documentation submitted to Council. 

b. Construction of the dual occupancy development must be commenced to 
the extent of three courses of blocks.

Water Supply 

5. Provide separate water meters and connection for each dwelling unit.

Sewer Connection

6. The development must be connected to Councils reticulated sewer system in 
accordance with the following requirements;

a. Provide a separate sewer connection for each allotment;

b. Create an easement in favour of proposed lot 1 burdening proposed lot 
2, to contain the house connection branch traversing proposed lot 2; 

c. No sewer main extension is to occur.

REASONS FOR DECISION 
The reasons for this decision are:
1. Sections 60, 62 and 63 of the Planning Act 2016:

a. to ensure the development satisfies the benchmarks of the 2018 Douglas 
Shire Planning Scheme Version 1.0; and

b. to ensure compliance with the Planning Act 2016.
2. Findings on material questions of fact:

a. the development application was properly lodged to the Douglas Shire 
Council on 14 April 2021 under section 51 of the Planning Act 2016 and Part 
1 of the Development Assessment Rules; 

b. the development application contained information from the applicant which 
Council reviewed together with Council’s own assessment against the 2017 
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State Planning Policy and the 2018 Douglas Shire Planning Scheme Version 
1.0 in making its assessment manager decision.

3. Evidence or other material on which findings were based:
a. the development triggered assessable development under the Assessment 

Table associated with the Tourist Accommodation Zone Code;
b. Council undertook an assessment in accordance with the provisions of 

sections 60, 62 and 63 of the Planning Act 2016; and
c. the applicant’s reasons have been considered and the following findings are 

made:
i. Subject to conditions, the development satisfactorily meets the 

Planning Scheme benchmarks.
4. Reasons for decision despite non-compliance with benchmarks.

a.    The development is consistent with the planning intent for the area and is 
consistent in form and scale with the surrounding street-scape. 

EXECUTIVE SUMMARY
Council is in receipt of a combined development application for a dual occupancy and 
reconfiguration of a lot proposal where each dwelling unit will ultimately be contained on its 
own freehold title. 
The two proposed allotments will have frontage to Mudlo Street and each will be of 506m2 in 
area. Ultimately the dwelling units will become dwelling houses on single titles. 
The dwelling units are two storey four bedroom developments with each dwelling having a 
double garage. 
Generous recreation space will be provided at the rear with deep landscaping at the front and 
side boundaries.
The proposal is recommended for approval subject to conditions. 

TOWN PLANNING CONSIDERATIONS
Proposal
Proposed is the development of a dual occupancy and reconfiguration of a lot application, 
where each dwelling unit is ultimately contained on its own freehold title. 
The proposed allotments will have frontage to Mudlo Street and comprise of 506m2 in area. 
The dwelling units are two storey four bedroom developments each with a double garage, pool 
and landscaped recreation area. 
Site Description
The land that is subject of this application is situated at 56 Mudlo Street, Port Douglas, and is 
formally described as Lot 7 on PTD20933. The land is within the Tourist accommodation zone 
under the 2018 Douglas Shire Planning Scheme version 1.0. The site covers an area of 
1,012m2 and is flat, clear and vacant, with a sewer manhole at the rear internal to the site and 
approximately one (1) metre from the side and rear boundaries. The site was previously 
developed and includes an existing jump-up. Existing site levels are in the order of 4m AHD. 
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DOUGLAS SHIRE PLANNING SCHEME ASSESSMENT
The following benchmarks are applicable to the proposed development:
Table 1.

Douglas Shire Planning Locality Comment
Planning Zone
Tourist Accommodation Zone See comments below
Overlay Codes
Acid sulphate soils overlay Complies
Flood and storm tide hazard overlay Complies
Other Development Codes
Access, parking and servicing code Complies
Infrastructure works code Complies
Landscaping code Complies
Reconfiguring a lot code See comment below

Compliance Issues
Tourist Accommodation Zone Code
AO1 of the code requires that buildings are setback an average of half the height of the building 
at the setback line. This means that the proposed dual occupancy would require a 2.75 metre 
side boundary setback. The proposal includes side boundary setbacks in some parts of the 
second storey to the neighbouring allotments of 1.06 metres. The building includes an 
articulated and stepped setback varying to 1.6 metres at the sides. After subdivision occurs 
the garages will be on the boundary to create a zero lot setback and create the dual occupancy 
appearance consistent with the new development next door at 58 Mudlo Street. The proposal 
complies with the corresponding performance criteria in PO1 as it maintains the character and 
amenity of the area and achieves separation from the buildings on the neighbouring allotments 
and road frontages with a compliant road frontage setback. 
AO4.2 of the code requires that within the frontage setback area, a minimum deep planting 
setback area of two metres is implemented. The applicant has proposed a 1 metre dense 
panting landscape strip within the boundary and a 600mm dense planting landscape strip onto 
the verge which is considered appropriate and in accordance with the performance criteria 
which requires an enhanced streetscape through landscaping. 
PO10 requires that new lots are a minimum of 1000 square metres in area. PO11 requires 
that new lots have a frontage of 20 metres and PO12 requires that new lots contain a 20x25 
metre rectangle. These performance outcomes are particularly important in order to achieve 
compliance with the overall outcomes of the Tourist accommodation zone code for a straight 
reconfiguration of a lot application. However, the proposal does comply with the overall 
outcomes intended for the zone because of two key factors being, the combined development 
application and the ability to condition the timing of the lot reconfiguration. 
The application is not a stand-alone reconfiguration application for 500 square metre 
allotments. The application is a combined application for development of two dwelling units 
and subdivision. Council can assess the functionality of the completed development and know 
exactly what will be constructed to fit the configuration of the land. Council can be confident 
that there are adequate setbacks, locations of windows on each building do not affect amenity 
and privacy of each other or neighbouring developments, adequate parking, manoeuvring and 
recreation area is accommodated, and services are adequately supplied. 
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To ensure that these considerations are controlled and that the buildings proposed get built 
as per the current set of plans, a condition has been imposed to require that the slab and three 
courses of blocks are laid prior to Council endorsement of the Plan of Survey. This ensures 
that the applicant cannot subdivide the land into two small lots and sell them off to separate 
owners which would result in the creation of two highly constrained allotments which would be 
unlikely to be able to be developed in a practical manner. 
The proposal for the combined application, with the conditions imposed to limit the timing of 
the subdivision, can comply with the purpose of the zone as the development is at an 
appropriate scale and achieves an attractive built form which incorporates the character of the 
surrounding area. Further, this method of development approval has been tried and tested 
with success at 24 Mudlo Street where the applicant developed three dwelling units, 
constructed them at the same time and then subdivided each title to a 330 square metre lot 
size. 
Reconfiguring A Lot Code
The reconfiguring a Lot code essentially includes the same requirements for new allotment 
sizing as PO10, PO11 and PO12 of the Tourist Accommodation Zone code. For the reasons 
listed above in the assessment against the non-complying performance outcomes of the zone 
code it is considered that the proposal is compliant with the overall outcomes and intent of the 
reconfiguring a lot code as the lots will have sufficient dimensions and shapes suitable for their 
intended use.
Public Notification / Submissions
The application is code assessable and does not require public notification in accordance with 
the Planning Act 2016. No submissions were received in relation to the application.  
Referral Agency Requirements
There are no referral agencies triggered for assessment for the application. 
Internal Referrals
Advice was received from the following internal departments:
Table 2.

Department Comments
Waste Water Waste water advised that a private sewer connection with adequate 

building clearance is the preferred solution instead of a sewer main 
extension. The applicant has prepared a design which reflects the 
requirements of Councils Wastewater Team and the design can be 
seen in the set of approved plans attached to this application. 

ADOPTED INFRASTRUCTURE CHARGES
The development triggers Infrastructure Charges.
Refer to Attachment 2 to review the calculated Infrastructure Charge.

COUNCIL’S ROLE
Council can play a number of different roles in certain circumstances, and it is important to be 
clear about which role is appropriate for a specific purpose or circumstance.  The 
implementation of actions will be a collective effort and Council’s involvement will vary from 
information only through to full responsibility for delivery.  
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The following area outlines where Council has a clear responsibility to act:

Regulator: Meeting the responsibilities associated with regulating activities through 
legislation or local law.

Under the Planning Act 2016 and the Planning Regulation 2017, Council is the assessment 
manager for the application.

ATTACHMENTS
1. Attachment 1- Approved Plans [5.1.1 - 6 pages]
2. Attachment 2- Infrastructure Charges [5.1.2 - 1 page]
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FLOOR AREAS PER VILLA

GARAGE 36m²
LOWER INTERNAL 122m²

SITE AREA

411m²

COVERAGE %

GROSS FLOOR AREA

150m²UPPER INTERNAL INC VOID

41m²

UPPER EXTERNAL

COVERAGE AREA

62m²

LOWER EXTERNAL

227m²
500m²

GATE HOUSE 4m²

45.4%

ULTIMATE & SERVICEABILITY LIMIT STATE DESIGN WIND PRESSURES

DESIGN GUST
WIND SPEED

(m/s)

WIND
CLASS

DESIGN PRESSURES
(kPa)

GREATER THAN
1.2m FROM CORNERS

UP TO
1.2m FROM CORNERS

ULS SLS ULS SLS

C2 61 39 ±2.68 ±0.88 -4.02 -1.23

V h,u V h,s

ULS SLS

TERMITE TREATMENT:

- ALL TIMBER USED IN PROJECT TO BE EITHER NATURALLY 
RESISTANT TO TERMITE ATTACK (AS LISTED IN AS3660.1-
APPENDIX C) OR CHEMICALLY TREATED TIMBERS IN 
ACCORDANCE WITH AS3660.1-APPENDIX D.
- LOSP TREATED TIMBER TO BE TREATED TO H2 LEVEL FOR ALL 
TIMBERS USED IN ABOVE GROUND, DRY, WEATHER PROTECTED 
AREAS, SUCH AS TRUSSES, WALL FRAMING AND SUB-FLOOR 
APPLICATIONS.
- H3 LEVEL APPLICATIONS TO BE ABOVE GROUND, OUTSIDE, 
EXPOSED TO WEATHER AREAS SUCH AS DECKING, FENCE 
PICKETS & RAILS, PERGOLAS, EXPOSED FLOOR JOISTS AND 
BEARERS AND EXTERNAL WALL CLADDINGS. DUE TO THE DYE 
PIGMENT CONTAINED IN LOSP TREATED TIMBERS, ALL INTERNAL 
ARCHITRAVES AND MOULDINGS TO BE EITHER NATURALLY 
RESISTANT TIMBERS OR H3 LEVEL LOSP TREATED TIMBERS.
- ALL SLAB PENETRATIONS TO HAVE TERMIMESH MARINE GRADE 
STEEL COLLARS FITTED BY MANUFACTURER'S QUALIFIED 
TECHNICIANS.
-  BUILDER TO PROVIDE 2 DURABLE NOTICES PERMANENTLY 
FIXED IN PROMINENT LOCATIONS, SUCH AS THE ELECTRICITY 
METER BOX AND A KITCHEN CUPBOARD. THE NOTICE TO 
INDICATE:
  - METHOD OF PROTECTION.
  - DATE OF INSTALLATION OF THE SYSTEM USED.
  - WHERE A CHEMICAL BARRIER IS USED, ITS LIFE EXPECTANCY 
AS LISTED ON THE NATIONAL REGISTRATION AUTHORITY LABEL.
  - THE INSTALLER'S OR MANUFACTURER'S RECOMMENDATIONS 
FOR THE SCOPE AND FREQUENCY OF FUTURE INSPECTIONS FOR 
TERMITE ACTIVITY.
- THE BUILDER MAY PROVIDE AN ALTERNATIVE TERMITE 
TREATMENT SYSTEM PROVIDE SUCH SYSTEMIS CERTIFIED WITH 
THE AUSTRALIAN BUILDING CODES BOARD AS REQUIRED BY THE 
NCC 2016.
- GENERALLY, THE TERMITE TREATMENT SHALL COMPLY WITH 
NCC 2016 PART 3.1.3

CONCRETE STRENGTH:

- ALL CONCRETE WORK SHALL BE IN ACCORDANCE WITH AS3600. 
- N20 GRADE CONCRETE TO ALL FOOTINGS 
- REFER SLAB PLANS FOR FLOOR SLAB CONCRETE GRADES

- CONCRETE 

- CONCRETE GENERALLY IN ACCORDANCE WITH AS 3600
- CONCRETE SPECIFICATION UNLESS NOTED OTHERWISE:
ELEMENT        CLASS & GRADE       MAX. AGG.         MAX. SLUMP
GROUND SLAB          N32                     20mm                    80mm
FOOTINGS                  N20                     20mm                    80mm
CORE FILL                  S20                     10mm                    230mm

REINFORCEMENT NOTATION:
'N' DENOTES GRADE D500N HOT ROLLED REBAR TO AS4671.
'S' DENOTES GRADE D250N HOT ROLLED REBAR TO AS4671.
'R' DENOTED GRADE R500L COLD DRAWN ROUND WIRE TO  AS4671.
'W' DENOTES GRADE R500L COLD DRAWN ROUND WIRE TO AS4671.
'DW' DENOTES GRADE D500L COLD DRAWN RIBBED WIRE TO AS4671.
'RL', 'SL', 'L_TM' DENOTES FRAYED D500 DEFORMED WIRE MESHES TO AS4671.
- ADDITIVES SHALL NOT BE USED WITHOUT THE SUPERINTENDENT'S APPROVAL.
- MECHANICALLY VIBRATE CONCRETE IN THE FORM TO GIVE MAXIMUM COMPACTION 
WITHOUT SEGREGATION OF THE CONCRETE.
- CURE CONCRETE AS REQUIRED BY SECTION 19 OF AS3600.
- CONCRETE SIZES SHOWN ARE MINIMUM AND DO NOT INCLUDE APPLIED FINISHES.
- DO NOT REDUCE OR HOLE CONCRETE WITHOUT SUPERINTENDENT'S APPROVAL.
- DO NOT PLACE CONDUITS, PIPES AND THE LIKE WITHIN THE COVER CONCRETE.
- FORMWORK SHALL GENERALLY COMPLY WITH AS3610
- STRIPPING OF FORMWORK SHALL COMPLY WITH SECTION 19 OF AS3600.

SITE PREPARATION:

- STRIP BUILDING SITE OF ALL TOPSOIL AND ORGANICS.
- BUILDING PLATFORM AND PAVEMENT SUPPORT AREAS SHOULD BE UNIFORMLY 
COMPACTED BY HEAVY SURFACE ROLLING TO A MINIMUM DRY DENSITY RATIO OF 
95% SRDD. SOFT SPOTS ENCOUNTED DURING COMPACTION TO BE TREATED BY 
TYNING, DRYING AND RECOMPACTION. 
- THE USE OF VIBRATORY ROLLERS FOR EARTHWORKS COMPACTION MAY CAUSE 
SIGNIFICANT GROUND VIBRATION AND CAREFUL SITE CONTROL OR THE USE 
HEAVY STATIC COMPACTION PLANT WILL BE REQUIRED TO AVOID DAMAGE TO 
ADJOINING MASONRY BUILDINGS. 
- ALL FILL MATERIAL TO BE OF LOW PLASTICITY (P1<15) GRANULAR SELECT FILL, 
PLACED IN LAYERS NOT MORE THAN 200mm COMPACTED THICKNESS, AND 
UNIFORMLY COMPACTED TO A MINIMUM DRY DENSITY RATION OF 95% SRDD. 
-  BUILDER TO SURVEY SITE PRIOR TO COMMENCEMENT OF EARTHWORKS AND 
CONSTRUCT BUILDING PLATFORM TO 
A LEVEL SUCH THAT ALL SURFACE WATER IS DIRECTED AWAY FROM THE BUILDING 
TO A SATISFACTORY DRAINAGE OUTLET. 
- BUILDER SHALL ENSURE THAT SUITABLE AND APPROPRIATE VEHICULAR ACCESS 
IS PROVIDED TO THE BUILDING. 
- BUILDER SHALL ENSURE THAT SUITABLE SOIL EROSION BARRIERS ARE 
INSTALLED COMPLYING WITH EPA AND LOCAL AUTHORITY REQUIREMENTS. 
- REFER TO SOIL TEST CLASSIFICATION CARRIED OUT BY 
DIRT PROFESSIONALS - REPORT No.  19314  DATE: 03.11.2017
- SITE TO BE RE TESTED AFTER ROLLER COMPACTION FOLLOWED BY ENGINEER 
CONSULTATION AND POSSIBLE ENGINEERING AMENDMENTS DEPENDANT

WET AREA WALLS:

- ALL WET AREA WALLS AND FLOORS TO BE WATERPROOFED 
WITH APPROVED MEMBRANES IN ACCORDANCE WITH AS/NZS 
4858. 
- WET AREAS TO BE WATERPROOFED IN ACCORDANCE WITH 
NCC 2016 PART 3.8.1.2.
- WALL/FLOOR COVERINGS: BUILDER TO CONSULT OWNER 
FOR FULL EXTENT OF FLOOR COVERING REQUIREMENTS. 
- SELECTED WALL TILES TO WET AREAS AND SPLASHBACKS. 
PROVIDE APPROVED ADHESIVE TO ALL TILES. 

STEELWORK:

- ALL STEEL WORKS TO BE CARRIED OUT TO AUSTRALIAN 
STANDARDS 4100 STEEL STRUCTURES CODE
- STEEL SHALL BE AS 3679 & 3678 GENERALLY
GRADE 300 PLUS FOR HOT ROLLED SECTIONS
AS 1163 GRADE 350 FOR HOLLOW SECTIONS
- BOLTS SHALL BE COMMERCIAL GRADE 4.6/S SNUG TIGHTENED 
GENERALLY U.N.O.
- BOLTS SHALL BE GALVANISED OR & OF SUFFICENT
LENGTH TO EXCLUDE THE THREAD FROM THE SHEAR PLANE
A SUITABLE WASHER SHALL BE USED UNDER ALL NUTS UNLESS 
OTHERWISE SPECIFIED 
- THE FOLLOWING TO APPLY
BEAM AND BEARER SPLICE TO BE FPBW TO AS 1554.1 CLASS SP
WELDING 6MM CONTINUOUS FILLET WELD TO FULL PERIMETER 
AT CONTACT
- CLEATS, BRACKETS, STIFFENERS ETC. TO BE 10mm PLATE UNO,
5PL END PL TO ALL HOLLOW SECTIONS
- BOLT HOLE CLEARANCE TO BE 2mm
- HOLD DOWN BOLT CLEARANCE 2mm
- GROUT OF 2:1 CEMENT/SAND, MORTAR OF DAMP EARTH 
CONSISTENCY UNDER ALL BASE PLATES
- CHEMSET ANCHORS TO BE RAMSET SPIN CAPSULES OR SERIES 
800 OR EQUILVALENT
- ALL STEEL WORK NOT HOT DIPPED GALVANISED SHALL BE 
ABRASIVE CLEANED TO CLASS 2.5 LEVEL & PAINTED
- PAINTING SHALL CONSIST OF ONE COAT OF APPROVED METAL 
PRIMER & TWO FINISH COATS
- ALL CAST IN ITEMS TO BE HOT DIPPED GALVANIZED U.N.O

GENERAL

- ALL WORKS SHALL BE IN STRICT ACCORDANCE WITH THE NATIONAL 
CONSTRUCTION CODE OF AUSTRALIA 2016 AND AMENDMENTS,
AS1684.3-2010 RESIDENTIAL TIMBER FRAMED CONSTRUCTION PART 3 
AND AMENDMENTS. 

- ALL RELEVANT STANDARDS, LOCAL AUTHORITY BY-LAWS AND 
REGULATIONS AND WORKPLACE HEALTH & SAFETY REGULATIONS. 
ACCREDITED BUILDING PRODUCTS REGISTER AND MANUFACTURERS 
CURRENT WRITTEN SPECIFICATIONS AND 
RECOMMENDATIONS. BUILDER TO VERIFY ALL DIMENSIONS AND LEVELS 
ON SITE BEFORE COMMENCING ANY
SITE WORKS OR WORKSHOP DRAWINGS.

- DO NOT SCALE DRAWINGS - TAKE FIGURED DIMENSIONS. 
- SUBSTITUTION OF ANY STRUCTURAL MEMBERS, AND OR ANY WILL 
VOID VARIATION TO ANY PART OF THE DESIGN & ANY RESPONSIBILITIES 
OF THE BUILDING DESIGNER FOR THE STRUCTURAL INTEGRITY AND 
PERFORMANCE OF THE BUILDING.

AIR CONDITIONING:

- BUILDER TO NOTE THAT SPLIT AIR CONDITIONING UNITS TO  
BE INSTALLED WHERE REQUIRED BY OWNER OR AS PER 
PLAN ONLY . ALLOWANCE TO BE MADE FOR THE 
INSTALLATION OF GAS PIPES AND CONDENSATION DRAINS 
AT TIME OF POURING SLAB AND ERECTING WALLS. 
- ALL PIPES TO BE INSULATED AS REQUIRED.
- INSTALLATION TO BE IN ACCORDANCE WITH 
MANUFACTURERS SPECIFICATION. 

SERVICE LOADS:

- THE STRUCTURAL WORK SHOWN ON THESE DRAWINGS HAS BEEN DESIGNED FOR 
THE FOLLOWING LIVE LOADS UNLESS NOTED OTHERWISE: 0.25 kPa ROOF 1.50 kPa 
INTERNAL SUSPENDED FLOORS 3.00 kPa EXTERNAL SUSPENDED FLOORS  1.50 kPa 
GROUND FLOORS LIVE LOADS TO AS 1170 PART 1 REGION C. DESIGN GUST WIND 
SPEED 50m/s PERMISSIBLE,  61/m ULTIMATE LIMIT STATE

PLUMBING:

- ALL SHOWER ROSES TO BE 3 STAR (WELS) RATED IN 
ACCORDANCE WITH AS/NZS 6400:2004: 4 STAR WATER 
EFFICENCY LABELING AND STANDARDS (WELS) SCHEME 
RATED CISTERNS WILL BE INSTALLED TO ALL WATER 
CLOSETS PREVIOUSLY 3-STAR WELS RATED.
- MINIMUM 3-STAR WELS RATED TAP WARE WILL BE 
INSTALLED TO ALL KITCHEN SINKS,  BATHROOM BASINS 
AND LAUNDRY TROUGHS. 
- PLUMBER TO PROVIDE FORM 16 COMPLIANCE 
CERTIFICATE FOR ALL ABOVE ITEMS 

ELECTIRCAL:

- A MINIMUM 80% OF THE TOTAL FIXED INTERNAL LIGHTING WILL 
BE FITTED   WITH ENERGY EFFICIENT LIGHTING AS DEFINED
BY QDC PART MP 4.1 (MIN. 27 LUMENS PER WATT). IF AIR 
CONDITIONERS ARE BEING INSTALLED THEY WILL HAVE A 
MINIMUM 
4-STAR MINIMUM ENERGY PERFORMANCE STANDARD (MEPS) 
RATING. ELECTRICIAN TO PROVIDE FORM 16 CERTIFICATE FOR 
ALL
ABOVE ITEMS HAVE BEEN COMPLIED WITH. PROVIDE ADDITIONAL 
DOCUMENTATION FROM LIGHT MANUFACTURER CONFIRMING 
THE
LIGHT FITTINGS ACHIEVE THE MINIMUM 27 LUMENS PER WATT.

FOOTINGS & SLABS :

- FOOTINGS HAVE BEEN DESIGNED FOR A MINIMUM ALLOWABLE BEARING
PRESSURE OF 100KPA & CLASS 'P' SITE CLASSIFICATION ACCORDING TO A.S. 2870
- BUILDER TO VERIFY SITE CONDITIONS PRIOR TO CONSTRUCTION
- NATURAL FOUNDATIONS TO BE GRUBBED OUT & FREE OF ORGANIC MATTER & 
DEBRIS & COMPACTED TO A MIN. 95% SRDD AT -5% TO +2% OF OPTIMUM 
MOISTURE CONTENT OR NOT LESS THAN 70% DENSITY INDEXED FOR 
COHESIONLESS SOILS.
- FILL TO SLAB TO & FOUNDATIONS SHALL BE APPROVED NON-PLASTIC MATERIAL 
COMPACTED IN MIN 150mm LAYERS TO 95% SRDD AT -5% TO +2% OF THE 
OPTIMUM MOISTURE CONTENT OR NOT LESS THAN 70% SRDD FOR 
COHESIONLESS SOILS.
- FOOTING TRENCHES SHALL BE CLEAN & DRY AT THE TIME OF CASTING WITH 
ANY SOFTENED MATERIAL REMOVED.BASE OF FOOTING TO BE FOUNDED ON 
FIRM NATURAL GROUND WITH MINIMUM SAFE BEARING CAPACITY OF 100KPA.
- REMOVE GRASS & TOPSOIL  CONTAINING ROOTS FROM SLAB SITE PROVIDE 
COMPACTED SAND BEDDING UNDER SLAB.
- PROVIDE 0.2mm POLYTHENE MOISTURE BARRIER UNDER SLAB & FOOTINGS 
- CONCRETE TO SLAB & FOOTINGS TO BE N20, 80mm SLUMP, 20mm AGGREGATE
- VIBRATE ALL CONCRETE, CURE SLAB 7 DAYS MINIMUM.
- CONCRETE COVER TO BE MAINTAINED BY THE USE OF APPROVED BAR CHAIRS 
SPACED AT APPROX 750mm CRS. 
- CONDUITS& PIPES SHALL NOT BE PLACED WITHIN COVER CONCRETE
- LAP SLAB MESH 2 CROSSWIRES MINIMUM LAPS UNLESS OTHERWISE
NOTED:-  N12 - 600mm, N16 - 800mm, N20 - 1000mm, N24 - 1200mm, N28 - 1400mm. 
REINFORCEMENT COVER: FOOTINGS - 50mm BOTTOM ,SLABS - 40mm TOP / 50mm 
BOTTOM
- CAST-IN ITEMS SHALL BE HOT DIPPED GALVANISED
- FOOTINGS SHALL NOT BE LOCATED CLOSER TO THE NEAREST EDGE OF A 
SORMWATER/SEWER TRENCH THAN THE DEPTH OF THE TRENCH.
- SITE AREA TO BE GRADED TO READILY REMOVE SURFACE WATER & PREVENT 
PONDING ADJACENT TO FOUNDATIONS & DRIVEWAY.
- EXECUTION & CONTROL TESTING OF EARTHWORKS & ASSOCIATED SITE 
PREPARATION WORKS SHALL COMPLY WITH A.S. 3798

WALL CONSTRUCTION - FRAMING:

EXTERNAL STUDWORK WALLS / LOAD BEARING WALLS :
- MGP12 (H2)
- 90 x 35 STUDS @ MAX. 450mm CRS.
- 90 x 45 BOTTOM PLATES.
- 2 / 90 x 35 TOP PLATES.
- 90 x 35 NOGS @ 1350 CRS GENERALLY
- M12 / M16 TIE-DOWN ROD POSITIONS AS SHOWN ON PLAN.
- LINTELS AS PER SCHEDULE.
- 2 STUDS BESIDE OPENINGS UP TO 1800mm
- 3 STUDS BESIDE OPENINGS UP TO 3600mm
- 4 STUDS BESIDE OPENINGS UP TO 5000mm

INTERNAL STUDWORK WALLS 

90MM THICK WALLS :
-MGP12 (H2)
- 90 x 35  STUDS @MAX. 450MM CRS.
- 90 x 35  TOP & BOTTOM PLATES - 1 ROW NOGGINS.
- 90 x 45  TOP & BOTTOM PLATES TO BRACE WALLS.

BRACING WALLS :
- 4mm STRUCTURAL PLY FIXED WITH 2.8 x 30 GAL. FLATHEAD NAILS @ :
50mm CRS. TOP AND BOTTOM PLATE.
150mm CRS. TO VERTICAL EDGES.
300mm CRS. INTERMEDIATE STUDS.
- ANCHOR ENDS OF WALLS TOP AND BOTTOM.
- USE 6mm VILLABOARD IN LIEU OF PLY TO WET AREAS.
- FIX BRACE WALLS TO ROOF FRAMING WHERE NOT OTHERWISE CONNECTED.

- FIX BOTTOM AND TOP OF WALL TO FLOOR AND ROOF STRUCTURE
WITH M-12 BOLTS AT MAX 900 CNS. WHERE WALL IS PARALLEL
TO JOISTS OR TRUSSES, PROVIDE 100X50 F14 HWD SOLID NOGGING
AT REQUIRED CNS FIXED WITH 2-100mm BATTEN SCREWS EACH
END. WHERE WALL IS PERPENDICULAR TO TRUSSES FIX WALL WITH 
125X75X6 MS ANGLE WITH 1-M12 BOLT THRU TOP PLATES AND 1-M12 THRU
TRUSS/PURLIN

- STRAP WALL JUNCTIONS WITH 2-30X0.8 GAL STRAPS WITH
8-2.8X30 GAL FLAT HEAD NAILS EACH STRAP

- USE 6mm VILLABOARD IN LIEU OF PLY IN WET AREAS

CONCRETE MASONRY NOTES:

GENERAL WALLS U.N.O
- 190 SERIES CONC MASONRY BLOCKS IN ACCORDANCE WITH AS 3700 & AS 2733.
MORTAR 1:1:6 (C:L:S) DOTS DENOTE N12 VERTICAL BARS (U.N.O.) AT ENDS, CORNERS, 
INTERSECTIONS,  EACH SIDE OF ALL OPENINGS AND AT  CRS NOTED ON PLANS.
LAP VERTICAL BARS 600mm WITH N12 STARTER BARS COGGED 200mm INTO FOOTING
PROVIDE ADDITIONAL N12 VERTICAL BAR EACH SIDE OF OPENINGS >2400 WIDE. 
- PROVIDE DOUBLE COURSE (U.N.O.) CONTINUOUS BOND BEAM TO TOP OF 190 SERIES 
WALLS.  REINF. WITH 1-N12 BAR EACH COURSE - LAP 800mm MIN. 
- ALL EXTERNAL JOINTS TO BE 'FLUSHED' LEFT READY FOR RENDERING. 
- ALL CMB WALLS THAT ARE TO BE CONCRETE FILLED ARE TO BE WATER HOSED DURING 
THE WALL CONSTRUCTION TO REMOVE MORTAR DAGS IN THE MASONRY CORES.

ROOF FRAMING :
TRUSSES 
- PREFABRICATED ROOF TRUSSES DESIGNED BY THE TRUSS 
MANUFACTURER INCLUDING ALL NECESSARY BRACING AND 
CONNECTIONS.
- J2 JOINT GROUP FOR HWD TRUSSES.
- JD4 JOINT GROUP FOR PINE TRUSSES.
ROOF BRACING
- METAL STRAP BRACING TO TRUSS MANUFACTURER'S DESIGN.
ROOF SHEET & BATTEN FIXINGS
- LYSAGHT SHEETING OVER LYSAGHT BATTENS
- ALL ROOF SHEETING AND BATTEN FIXINGS ARE TO BE IN 
ACCORDANCE WITH THE MANUFACTURERS SPECIFICATION FOR THE 
REQUIRED WIND SPEED.
- THE FIXING SYSTEMS FOR THE WHOLE METAL ROOF ASSEMBLY 
SUPPLIED BY THE MANUFACTURER, ARE TO BE COMPLIANT WITH THE 
LOW-HIGH-LOW CYCLIC TESTING REQUIREMENTS OF THE BUILDING 
CODE OF AUSTRALIA (SPECIFICATION B1.2 VOLUME 1 FOR CLASS 2 TO 
9 BUILDINGS) OR (SECTION 3.10.1 VOLUME 2 FOR CLASS 1 & 10 
BUILDINGS).
- A 'COMPLIANCE CERTIFICATE' SHALL BE REQUESTED FROM THE 
'MANUFACTURER' & THE 'INSTALLER'
GENERAL :
- LAPS, FLASHINGS AND GENERAL INSTALLATION IN ACCORDANCE 
WITH THE MANUFACTURER'S SPECIFICATION.
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CLASS
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C2 61 39 ±2.68 ±0.88 -4.02 -1.23
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ADOPTED INFRASTRUCTURE CHARGES NOTICE

Port 
Douglas

SUBURB

VALIDITY PERIOD (year) 

1

VERSION No.

 Charge per 
Use

 rate Floor 
area/No. Amount Amount Paid

Locality

Mossman

Proposed Demand

Dual Occupancy 2 129,697.353 or more 
bedroom 59,394.70

Total Demand 59,394.70

Existing Credit

House 1 1 29,697.35 1 29,697.35

 Required Payment or Credit TOTAL $29,697.35

Prepared by 12-Aug-21 Amount Paid

Checked by 12-Aug-21 Date Paid

Date Payable

Receipt No.

Amendments Date

Cashier

 

Note:

2018 Douglas Shire Planning Schemes Applications 

N/A

N/A

MCUC 2021/ 4090

LOT & RP No.s

N/A

N/A

Receipt Code & GL Code

D Lamond

0

COUNCIL FILE NO.

6

DSC Reference Doc . No.

Nathan Verri Pty Ltd C/-  Planning Plus Pty Ltd NOVA

Code 895
GL 07500.0135.0825

1029633

56 Mudlo Street

STREET No. & NAME

L7 PTD20933

Dual Occupancy

 

1995

DEVELOPERS NAME

PARCEL No.

DEVELOPMENT TYPE

STAGEESTATE NAME

Adopted Charges as resolved by Council at the Ordinary Meeting held on 23 February 2021.

Charge rates under the current Policy are not currently subject to indexing.  

The Infrastructure Charges in this Notice are payable in accordance with Sections 119 and 120 of the Planning Act 2016
as from Council's resolution from the Ordinary Meeting held on 23 February 2021

Charges are payable to: Douglas Shire Council. You can make payment at any of Councilôs Business Offices or by mail with your cheque or money order to 
Douglas Shire Council, PO Box 723, Mossman QLD 4873. Cheques must be made payable to Douglas Shire Council and marked 'Not Negotiable.' Acceptance of 
a cheque is subject to collection of the proceeds. Post dated cheques will not be accepted

Any enquiries regarding Infrastructure Charges can be directed to the Development & Environment, Douglas Shire Council on 07 4099 9444 or by email on 
enquiries@douglas.qld.gov.au 

N Beck
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